_____________________________________________________________________________________

Loading new GPM so/ware
Follow these steps to update your so2ware. If your computer does not follow these steps see the
Appendix below for alternate ways of loading the new so2ware.
Standard Loading procedure
Connect the computer you want to update to the internet. This can be done with the wireless
connec@on or a plugged in connec@on.
Once you are connected to the internet open the GPM program and then close it down.
Reopen the GPM program and a dialog box “Launching Applica@on” should appear.

Then the “Applica@on Install – Security Warning” Dialog box will appear.

Click on the “Install” buNon.

The “Installing Global Plot Management” dialog box pops up and you can watch its progress. The
amount of @me to do this will depend on your connec@on to the internet.

_____________________________________________________________________________________

The program should automa@cally start. The program should have remembered your license codes and
should be available to use.

Entering Licenses

_____________________________________________________________________________________
If your new so2ware does not have licenses you will need to open the GPM program. Click on the
“Help” on the top toolbar.

This will open a drop down menu and you can select “Enter Licenses”

This will open the “License Input” dialog box.

Please contact an SRES representa@ve. SRES will need the System ID number of your computer. You can
email or call with the number and SRES will provide the license codes for the Module you have.
The icons for your modules should appear when you put in the licenses.

Appendix A

_____________________________________________________________________________________
If you are connected to the Internet and the nothing happens when you open the program twice you can
go to the web site and download it directly.
www.globalplotmanagement.net/gpminstall/

Click on the install buNon. Watch for a dialog box to make sure you want to run the ﬁle. Click on the
“Run” buNon.

The dialog box “Launching Applica@on” should appear.

Then the “Applica@on Install – Security Warning” Dialog box will appear.

_____________________________________________________________________________________

Click on the “Install” buNon.
The “Installing Global Plot Management” dialog box pops up and you can watch it’s progress. The
amount of @me to do this will depend on your connec@on to the internet.

The program should automa@cally start. The program should have remembered your license codes and
should be available to use.

Loading new so5ware in the Trio

_____________________________________________________________________________________
Open the GPM program. On the upper tool bar click on tools and in the drop down click on Load Trio
So2ware.

The Load Planter Firmware dialog box opens. Click on the Load Firmware buNon at the boNom of the
screen.

A small dialog box appears as it deletes the old ﬁrmware and loads in the new ﬁrmware

A2er it is done loading the new ﬁrmware, close the dialog box with the small red X in the upper right
corner of the dialog box. As it says in the dialog box you must turn oﬀ the power to the Trio. This is
done by turning oﬀ the main power to the electrical box wai@ng 5 to 10 seconds and then turning it back
on.

_____________________________________________________________________________________

Wait for the Trio to power up (Usually 10-15 seconds). Now open the Step 4 Planter to verify that the
new ﬁrmware was loaded.

Connect to the planter using the slider buNon. The Planter and SRES SEED/TRIP boxes should turn green.
On the le2 hand side there is a line for Planter so2ware and it should read 8212014 if you have loaded
the new ﬁrmware correctly.

If your Planter so2ware is not 8212014.

_____________________________________________________________________________________
First make sure you are connected, and the Planter connected box is green. If it is not green then check
your Ethernet connec@ons to the planter and try to connect again.
Second disconnect from the planter, close the GPS Planter module. Then try to reload the ﬁrmware
again.
Third contact SRES for further help.

