
Kincaid’s 1200 V3 is Top Tier when it comes to Ingenuity, Quality, Performance, and Longevity. 
We have been manufacturing Hydroseeders for over 25 years providing outstanding product quality, 
service, and support, and staying on top of the industry standards and requirements that our customers 
are asking for when it comes to the Erosion Management Control Division that Kincaid has to offer. 

Ease of Use
You will find that we have the shortest plumbing in the business, and we take great pride in that. We want 
our customers to be able to visibly see all operations of the machine to inspect the machine during and after 
use. This technology is designed for our customers to keep up with maintenance and provide longevity with 
the purchase of their equipment from us. When you see our belly dump for cleanout, 100-gallon flush tank, 
open engine space for cleaning the machine off, you will understand the time invested with our customers 
best interests in mind. 

Job Stability

The 1200 V3 is not a piece of equipment that will leave you hanging on the job site. From the tough 65hp 
Kubota Diesel motor, the belt driven MCM pump, to the hydraulically driven agitation system, our equipment 
has been proven to be powerful, efficient, and user friendly for all users. Storage capabilities are endless 
with our upper tower space and with your tower controls for operations, along with loading chute for bales, 
you can ensure to get the job done right standing on top of our equipment. Our support team is all hands on 
deck, and when you call in, you can ensure that we will take care of you and any of the support needs you 
may encounter. 



Engine Power: Kubota 65 HP (48.5kW) Turbo Charged Diesel. Tier 4F.       
Vibration Isolation Mounting. No DEF

Fuel Tank: 30 Gallons (113 liter)

Tank Capacity: 1200 gal (4,542 liter)

Flush Tank: 100 gal (378 liter)

Fill Port: 3 in (7.62 cm) Air Gap Hydrant Fill Standard

Wheat Straw Mulch Coverage Per Load: 15,800-19,600 sq ft 
(1,468-1,821 sq m)

Mulch Capacity: 600-900 lbs (272 – 408kg)

Wood / Paper Mulch Coverage Per Load: 13,000 sq ft (1,200 sq m)

Tower Discharge Distance: Up To 200 ft (61m) 

Pump: Variable Speed Belt Driven MCM Pump with a 4 in (15.2 cm) Inlet 
and 2 in (10.2 cm) Outlet

Tower Discharge Cannon: 2 in (5.0 cm) Pipe and Full Flow Ball Valves

Agitation System: Large Single Agitator with Paddle Fins. 
Greasable Bearings on Both Ends

Agitation System: Hydraulically Driven System with Forward
and Reversing Controls

Breaking System: Electronic Brakes on Both Sides of Axle with 
Break-Away Safety Box

Lights & Safety: D.O.T. approved LED Lighting on rear and sides 
of machine (including license plate bracket), Hi-Vis Reflective tape

Tire Size: 235/75R17.5

Frame Ground: 16.4 in (41.7 cm)

Trailer Axles: 2 – 10K Dexter High-Clearance Axles

Empty Weight: 9630 lbs 

GVWR: 20,000 lbs


